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�

The precise Blueflow® flow sensor allows improved
security in infection control, when the patient is finished
simply throw away the flow sensor.

�

Blueflow® is designed and tested to meet all ATS flow
and volume waveforms.

�

The revolutionary snap change system allows the
changing of Spiraflow to be easy and simple, and also
prevents cross contamination between patients.
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�

The Spirostik Blue is the latest generation of spirometry
device from Geratherm Respiratory offering a powerful
diagnostic tool for use in all areas from Hospitals to
private clinics. The Spirostik Blue enables diagnosis,
follow-up screening or severity assessment of
Respiratory diseases. It can also be used to aid
differential diagnosis for obstructive respiratory diseases
such as, asthma, COPD or emphysema or restrictive
diseases for example interstitial lung disease, pulmonary
fibrosis, neuromuscular disorders.

�

The Spirostik Blue utilises the latest Bluetooth
communication technology to communicate with any
Bluetooth equipped PC running the Powerful BLUE
CHERRY® respiratory Diagnostic suite software, offering
greater mobility and range within the examination room
or even diagnosis outside the examination room.
Spirostik Blue is powered by 2 AA batteries providing a
truly mobile solution for spirometry testing. The device
only uses power when it is picked up for measurement,
otherwise the Spirostik Blue is in standby mode allowing
low energy consumption.

The  BLUE CHERRY® software platform is under
constant development to encompass the latest clinical
advances and to further improve its use with helpful new
functions. Some features include

Integrated quality control and measures according to
ATS/ERS guidelines

Interpretation algorithms and proprietary interpretation
graphics for spirometry

Latest GLI predicted values (2012 and 2017) including
Z-Scores

Long-term trending and overlay of tests

User accounts with different authority levels

Optimised workflows through interfaces with HL7 or
GDT to existing Hospital systems

Powerful configurable reporting including .pdf export

Complex and safe network installations with central SQL
database



Love Medical is not responsible for any errors contained within this document. * Some images and text in this document
may refer to optional features at extra charge. All Geratherm Respiratory products may be subject to change without prior
notice. Spirostik Blue® and Blue Cherry are registered trademarks of Geratherm Respiratory GmbH. All mentioned Microsoft®
products are registered trademarks of the Microsoft Corporation.
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This product is designed to meet ATS and ERS criteria and other international standards and guideline's where required.
The Spirostik complies with DIN EN ISO 23485. This Product is manufactured in accordance with DIN EN ISO 9001 and DIN EN 13485.
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Dimensions 210mm x 175mm x 75mm (L x W x H)
Weight 20 g
IP Protection Type IPX0 IEC 529
Classification according to MDD lla 93/42/EWG date June 14th 1993 appendix IX
Application Component Type BF according to VDE 0750 (DIN EN 60601-1)
PC Interface Bluetooth  4.0
Power Supply 2 x AA Batteries (HR6/LR6)
Power Consumption <40 mA
Flow Transducer GR Blueflow®
Measuring Principle Differential pressure Blueflow
Measuring Range ± 16l/s
Resistance <0.07 kPa/(l/s)<14 l/s
Effective Dead Space 50 ml
Flow Resolution <1 ml/s
Sample Rate 125 Hz
Accuracy ±3% or 20ml/s
Volume 0 - 20l
Accuracy ±3% or 50ml
Temperature +0°C to +40°C

Temperature -10°C to +60°C

Humidity 0 to 95% non condensating
Explosive Conditions Device should not be used in explosive or

flammable atmospheres
Proven Standards DIN EN 60950
Processor Pentium III compatible or higher 1Ghz or higher

recommended 500 Mhz minimum required

RAM 512 MB of RAM or higher recommended
192 MB minimum required

Hard Disk Drive 1.5GB recommended
600 MB free space minimum required

Monitor 1.5GB recommended
600 MB free space minimum required

Interface Bluetooth 4.0

Operating System Windows XP SP2 or higher
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